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Ply 510-750mm Output 0.3-2.0mm 320m/minSpeed

Ply 1000-1550mm Output 0.3-2.5mm 400m/minSpeed

260m/minSpeedOutput 0.5-3.0mmPly 1000-1300mm
four continuous
rolling

five continuous
rolling

six continuous
rolling

Roll20

2B surface
production line

BA surface
production line

200m/minSpeed

Output 0.25-2.0mmPly 1000-1300mm 600m/minSpeed

Ply 510-1550mm Output 0.3-2.5mm

PRODUCTION MACHINE



Color steel
production line 

PRODUCTION MACHINE

whole roll 8K、 whole roll matte, whole roll hairline whole roll black titanium
whole roll no fingerprints, whole roll PVD

Whole roll

Flat Sheet
Coil Slitting Line Coil Slitting Ling matte surface production line Grinding production line 
Hairline production line、 Single Furnace PVD Coil Production Line sand blasting production line
Embossed production line, random pattern sheet cross pattern sheet 



610mm

Stainless steel roll
The surface
of the

Types of steel

Standard

Thickness

Breadth

The inner
diameter

Weight

Edge handling 

use

BA

200series / 300series / 400series

AISI/ASTM/SUS/JIS/DIN/TUV
BV/etc

0.2mm-2.0mm

1000mm/1219mm/1240mm
1250mm/1500mm/Customizable

508mm

Customizable

rough edge/cut edge

Medical equipment, food industry
Building materials

(mm)

(mm)

(mm)

(T)

Types of steel

Standard

Thickness

Breadth

The inner
diameter

Weight

Edge handling 

use

200series / 300series / 400series

AISI/ASTM/SUS/JIS/DIN/TUV
BV/etc

0.22mm-3.0mm

1000mm/1219mm/1240mm
1250mm/1500mm/Customizable

Customizable

rough edge/cut edge

Medical equipment, food industry
Building materials

(mm)

(mm)

(mm)

(T)

508mm,  610mm

Stainless steel roll
The surface
of the No,4

HOT ROLLED
COIL

Stainless steel roll
The surface
of the

Types of steel

Standard

Thickness

Breadth

Weight

Edge handling 

use

2B

200series / 300series / 400series

AISI/ASTM/SUS/JIS/DIN/TUV
BV/etc

0.22mm-3.0mm

1000mm/1219mm/1240mm
1250mm/1500mm/Customizable

508mm,   610mm

Customizable

rough edge/cut edge

Chemical industry

(mm)

(mm)

(mm)

The inner
diameter

(T)

COLD ROLLED
COIL

Types of steel

Standard

Thickness

Breadth

The inner
diameter

Weight

Edge handling 

use

200series / 300series / 400series

AISI/ASTM/SUS/JIS/DIN/TUV
BV/etc

2.2mm-12.0mm

1000mm/1219mm/1240mm
1250mm/1500mm/Customizable

Customizable

rough edge/cut edge

Chemical industry

(mm)

(mm)

(mm)

(T)

508mm,  610mm

Stainless steel roll
The surface
of the No,1

Types of steel

Standard

Thickness

Breadth

The inner
diameter

Weight

Edge handling 

use

200series / 300series / 400series

AISI/ASTM/SUS/JIS/DIN/TUV
BV/etc

0.22mm-2.5mm

1000mm/1219mm/1240mm
1250mm/1500mm/Customizable

Customizable

rough edge/cut edge

Medical equipment, food industry
Building materials

(mm)

(mm)

(mm)

(T)

508mm,  610mm

Stainless steel roll
The surface
of the HL

Stainless steel roll
The surface
of the

Types of steel

Standard

Thickness

Breadth

Weight

Edge handling 

use

6K,   8K

200series / 300series / 400series

AISI/ASTM/SUS/JIS/DIN/TUV
BV/etc

0.22mm-2.5mm

1000mm/1219mm/1240mm
1250mm/1500mm/Customizable

508mm,   610MM

Customizable

rough edge/cut edge

Building materials

(mm)

(mm)

(mm)

(T)

COLD ROLLED
COIL

The inner
diameter



1500mm

1500mm

1500mm

1500mm

1500mm

1500mm1250mm

1250mm

1250mm

1250mm

1250mm

1250mm1240mm

1240mm

1240mm

1240mm

1240mm

1240mm1219mm

1219mm

1219mm

1219mm

1219mm

1219mm1000

1000

1000

1000

1000

10000.22-2.5

0.22-2.5

0.22-3.0

0.2-2.0

0.22-3.0

2.2-12.0

200series

300series

400series

200series

300series

400series

200series

300series

400series

200series

300series

400series

200series

300series

400series

200series

300series

400series

Mirror

Hairline

No.4

BA

No.2B

No.1Hot rolled

Cold rolled

Volume

Stainless steel roll parameter list

Product Process Surface
treatment

Steel type
series

Thickness
(mm)

Main Specifications (mm)

breadth(mm)

Other (mm)

Use

Customizable

Chemical industry

Customizable

Customizable

Customizable

Customizable

Customizable

Medical equipment

food industry

Building materials

Building materials



Stainless steel 
plate parameter

Stainless steel
plate parameter

Types of steel

Standard

Thickness

Breadth

Main 
dimensions(mm)

Edge handling 

use

6K,   8K

200series / 300series / 400series

AISI/ASTM/SUS/JIS/DIN/TUV
BV/etc

0.22mm-2.5mm

1000mm/1219mm/1240mm
1500mm/Customizable

1219*2438/1219*3048/1000*2000
1219*3500/1219*4000*1500*3000
Customizable

rough edge/cut edge

Building materials

(mm)

(mm)

COLD ROLLED
SHEET

Stainless steel
plate parameter

COLD ROLLED
SHEET

The surface
of the

Types of steel

Standard

Thickness

Breadth

Edge handling 

use

No.4

200series / 300series / 400series

AISI/ASTM/SUS/JIS/DIN/TUV
BV/etc

0.22mm-3.0mm

1000mm/1219mm/1240mm
1500mm/Customizable

rough edge/cut edge

Medical equipment, food industry
Building materials

(mm)

(mm)

Stainless steel 
plate parameter

Main
dimensions (mm)

1219*2438/1219*3048/1000*2000
1219*3500/1219*4000*1500*3000
Customizable

Stainless steel
plate parameter

2B The surface
of the

Types of steel

Standard

Thickness

Breadth

Main
dimensions (mm)

Edge handling 

use

200series / 300series / 400series

AISI/ASTM/SUS/JIS/DIN/TUV
BV/etc

0.2mm-2.0mm

1000mm/1219mm/1240mm
1500mm/Customizable

rough edge/cut edge

Medical equipment, food industry
Building materials

(mm)

(mm)

1219*2438/1219*3048/1000*2000
1219*3500/1219*4000*1500*3000
Customizable

The surface
of the

BA

The surface
of the

Types of steel

Standard

Thickness

Breadth

Edge handling 

use

HL

200series / 300series / 400series

AISI/ASTM/SUS/JIS/DIN/TUV
BV/etc

0.2mm-2.0mm

1000mm/1219mm/1240mm
1500mm/Customizable

rough edge/cut edge

Medical equipment, food industry
Building materials

(mm)

(mm)

Main
dimensions (mm)

1219*2438/1219*3048/1000*2000
1219*3500/1219*4000*1500*3000
Customizable

Types of steel

Standard

Thickness

Breadth

Main 
dimensions(mm)

Edge handling 

use

200series / 300series / 400series

AISI/ASTM/SUS/JIS/DIN/TUV
BV/etc

0.22mm-3.0mm

1000mm/1219mm/1240mm
1500mm/Customizable

1219*2438/1219*3048/1000*2000
1219*3500/1219*4000*1500*3000
Customizable

rough edge/cut edge

Chemical industry

(mm)

(mm)

The surface
of the

The surface
of the

Types of steel

Standard

Thickness

Breadth

Edge handling 

use

No.1

200series / 300series / 400series

AISI/ASTM/SUS/JIS/DIN/TUV
BV/etc

2.2mm-12.0mm

1000mm/1219mm/1240mm
1500mm/Customizable

rough edge/cut edge

Chemical industry

(mm)

(mm)

Stainless steel 
plate parameter

Main
dimensions (mm)

1219*2438/1219*3048/1000*2000
1219*3500/1219*4000*1500*3000
Customizable

HOT ROLLED
SHEET



1500mm

1500mm

1500mm

1500mm

1500mm

1500mm1250mm

1250mm

1250mm

1250mm

1250mm

1250mm1240mm

1240mm

1240mm

1240mm

1240mm

1240mm1219mm

1219mm

1219mm

1219mm

1219mm

1219mm1000mm

1000mm

1000mm

1000mm

1000mm

1000mm

0.22mm-2.5mm

200series

300series

400series

200series

300series

400series

200series

300series

400series

200series

300series

400series

200series

300series

400series

200series

300series

400series

Mirror

Hairline

No.4

BA

No.2B

No.1Hot rolled

Cold rolled

plate

Stainless steel roll parameter list

Product Process Surface
treatment

Steel type
series

Thickness
(mm)

Main Specifications (mm)

breadth(mm)

Other (mm)

Use

Customizable

Chemical industry

Customizable

Customizable

Customizable

Customizable

Customizable

Medical equipment

food industry

Building materials

Building materials0.22mm-2.5mm

0.22mm-3.0mm

0.2mm-2.0mm

0.22mm-3.0mm

2.2mm-12.0mm



COLOR STAINLESS
STEEL COIL

whole roll PVD coating

COLOR STAINLESS
STEEL COIL
colored stainless
steel coil parameter

Types of steel

Standard

Thickness

Edge handling

200series / 300series / 400series

AISI/ASTM/SUS/JIS/DIN
TUV/BV

0.28mm-1.45mm

1000mm/1219mm/1240mm
1250mm/1500mm/Customizable

rough edge/cut edge

(mm)

Breadth (mm)

Weight Customizable(T)

The inner
diameter 508mm,  610mm

(mm)

The surface
of thewhole roll 8K

COLOR STAINLESS
STEEL COIL
colored stainless
steel coil parameter

Types of steel

Standard

Thickness

Edge handling

200series / 300series / 400series

AISI/ASTM/SUS/JIS/DIN
TUV/BV

0.28mm-1.45mm

1000mm/1219mm/1240mm
1250mm/1500mm/Customizable

rough edge/cut edge

(mm)

Breadth (mm)

Weight Customizable(T)

The inner
diameter 508mm,  610mm

(mm)

The surface
of the

colored stainless
steel coil parameter

Types of steel

Standard

Thickness

Breadth

The inner
diameter

Weight

Edge handling

whole roll no fingerprints

200series / 300series / 400series

AISI/ASTM/SUS/JIS/DIN/
TUV/BV

0.28mm-1.45mm

1000mm/1219mm/1240mm
1250mm/1500mm/Customizable

508mm,  610mm

Customizable

rough edge/cut edge

(mm)

(mm)

COLOR STAINLESS
STEEL COIL

The surface
of the

(mm)

(T)

The surface
of the

Types of steel

Standard

Thickness

Breadth

Edge handling

200series / 300series / 400series

AISI/ASTM/SUS/JIS/DIN
TUV/BV/

0.28mm-1.45mm

1000mm/1219mm/1240mm
1250mm/1500mm/Customizable

rough rdge/cut edge

(mm)

(mm)

colored stainless
steel coil parameter

whole roll black titanium

Weight Customizable(T)

The inner
diameter 508mm,  610mm

(mm)

Copper Almond
Gold

Chrome

BronzeChampagneChocolate

Brass Vegas Gold Black Nickel

EmeraldGun MetalRose Gold

COLOR STAINLESS
STEEL COIL

(mm)

(mm)

whole roll matte

colored stainless
steel coil parameter

Types of steel

Standard

Thickness

Edge handling

200series / 300series / 400series

AISI/ASTM/SUS/JIS/DIN
TUV/BV

0.22mm-3.0mm

1000mm/1219mm/1240mm
1250mm/1500mm/Customizable

rough edge/cut edge

(mm)

Breadth

Weight Customizable(T)

The inner
diameter 508mm,  610mm

The surface
of the



roll

Colored stainless steel coil parameter
Product Color series Process thickness

(mm)

breadth (mm)

Other (mm)
Weight 

(mm)Main Specifications
(mt) Edge handlingSurface treatmentStandardSteel type

series

Mirror6K,  Mirror8K
snow sand, Pu sand

drawing, Random pattern
cross hairline, sandblasting

Polishing
grindingChrome white series

AISI,   ASTM
SUS,  JIS

DIN,  TUV
BV

AISI,   ASTM
SUS,  JIS

DIN,  TUV
BV

AISI,   ASTM
SUS,  JIS

DIN,  TUV
BV

roll

roll

roll

roll

AISI,   ASTM
SUS,  JIS

DIN,  TUV
BV

AISI,   ASTM
SUS,  JIS

DIN,  TUV
BV

AISI,   ASTM
SUS,  JIS

DIN,  TUV
BV

AISI,   ASTM
SUS,  JIS

DIN,  TUV
BV

roll

roll

roll

Rose Gold series

Titanium series

Black Titanium series

Brown series

Champagne
Gold series

No fingerprint series

Copper color series Copper 

Roller paint
/spray paint

Roller paint
/spray paint

AISI,   ASTM
SUS,  JIS

DIN,  TUV
BV

Vacuum
plating

Vacuum
plating

water plating 
(PVD)

Vacuum
plating

Vacuum
plating

mirror rose gold, Snowflake Sand Rose Gold 
Pu sand Rose Gold, brushed rose gold

Scrambled rose gold
 Cross grain brushed rose gold 

sandblasted rose gold 

Mirror Titanium, Snowflake Titanium Gold 
Pu sand Titanium, Brushed Titanium 

Chaotic Titanium 
Cross grain brushed titanium 

Sandblasted Titanium 

Mirror black titanium Snow sand black titanium

Pu sand black titanium, Brushed black titanium

Chaotic Black Titanium

Cross pattern brushed black titanium

Sandblasted black titanium 

Mirror Brown, Snow sand brown 

Pu sand brown, brushed brown

Random brown 

Cross grain brushed brown

sandblasting brown

mirror champagne gold 
Snowflake Sand Champagne Gold 

Pu sand Champagne gold 
brushed champagne gold 

Random pattern champagne gold 
Cross pattern brushed champagne gold 

Sandblasted Champagne Gold

Snowflake sand rose gold without fingerprints

Brushed Rose Gold No Fingerprints 

Pu sand Rose Gold No Fingerprints 

Snowflake Sand Titanium No Fingerprints 

Brushed Titanium No Fingerprints

 Random Rose Gold No Fingerprints 

Cross Brushed Rose Gold No Fingerprints 

Cross Brushed Titanium No Fingerprints

 Sandblasted Rose Gold No Fingerprints 

Sandblasted titanium without fingerprint

Brushed red bronze 
Brushed Bronze 
Brushed Brass

200series
300series
400series

200series
300series
400series

200series
300series
400series

200series
300series
400series

200series
300series
400series

200series
300series
400series

200series
300series
400series

200series
300series
400series

1

2

3

4

5

6

7

8

0.28mm-
1.45mm

0.28mm-
1.45mm

0.28mm-
1.0mm

0.28mm-
1.0mm

0.28mm-
1.45mm

0.28mm-
1.0mm

0.28mm-
1.0mm

0.28mm-
1.45mm

0.28mm-
1.45mm

1000mm

1000mm

1000mm

1000mm

1000mm

1000mm

1000mm

1000mm

1219mm

1219mm

1219mm

1219mm

1219mm

1219mm

1219mm

1219mm

1240mm

1240mm

1240mm

1240mm

1240mm

1240mm

1240mm

1240mm

Customized
as required

Customized
as required

Customized
as required

Customized
as required

Customized
as required

Customized
as required

Customized
as required

Customized
as required

Customized
as required

Customized
as required

Customized
as required

Customized
as required

Customized
as required

Customized
as required

Customized
as required

Customized
as required

rough edge
/cut edge

rough edge
/cut edge

rough edge
/cut edge

rough edge
/cut edge

rough edge
/cut edge

rough edge
/cut edge

rough edge
/cut edge

rough edge
/cut edge



Gold,Rose Gold,Black,Bronze
Copper, Blue,Purple,Nickel Silver
Brass,Champagne Gold, Rose Red

1000*2000mm/1219*2438mm
1219*3048mm/Customizable
Max.width  1500mm

Etching series

ETCHED STAINLESS
STEEL SHEET

(mm)

Gold,Rose Gold,Black,Bronze
Copper, Blue,Purple,Nickel Silver
Brass,Champagne Gold, Rose Red

1000*2000mm/1219*2438mm
1219*3048mm/Customizable
Max.width  1500mm

Embossed series

ETCHED STAINLESS
STEEL SHEET
Color stainless
steel plate parameters

Standard

Combination
process

Thickness

Pattern

8K Mirror/Brushed
PVD Color

0.3mm-3.0mm(mm)

Width(mm)

Color

Max 6000mm/CustomizableIength

200series/300 series/400series

The surface
of the

AISI/ASTM/SUS/JIS/DIN/TUV
BV/etc

Steel series

Size(mm)

1000mm/1219mm/1250mm
1500mm/Customizable

Wooden pallet or customer needsPackage

Customizable

Gold,Rose Gold,Black,Bronze
Copper, Blue,Purple,Nickel Silver
Brass,Champagne Gold, Rose Red

Mirror series

MIRROR STAINLESS
STEEL SHEET

AISI/ASTM/SUS/JIS/DIN/TUV
BV/etc

Scrub series

BRUSH STAINLESS
STEEL SHEET
Color stainless
steel plate parameters

Standard

The surface
of the

Color stainless
steel plate parameters

Standard

Combination
process

Thickness

Pattern

8K Mirror/Brushed/Etched
Sansblasted/ PVD color

0.3mm-3.0mm(mm)

Width(mm)

Color

Max 6000mm/CustomizableIength

200series/300 series/400series

(mm)

The surface
of the

AISI/ASTM/SUS/JIS/DIN/TUV
BV/etc

Steel series

Size(mm)

1000mm/1219mm/1250mm
1500mm/Customizable

Wooden pallet or customer needsPackage

Customizable

(mm)

Color stainless
steel plate parameters

Standard

Combination
process

Thickness

Pattern

8kmirror/Etched/3D Laser/Sandbjasted
Stamped/PVD Cojor/Anti-Finger print

0.3mm-3.0mm(mm)

Width(mm)

Color

Max 6000mm/CustomizableIength

200series/300 series/400series

The surface
of the

Steel series

Size(mm)

1000mm/1219mm/1250mm
1500mm/Customizable

Wooden pallet or customer needsPackage

Customizable

1000*2000/1219*2438/
1219*3048mm/Customizable
Max.width 1500mm

Gold,Rose Gold,Black,Bronze
Copper, Blue,Purple,Nickel Silver
Brass,Champagne Gold, Rose Red

Combination
process

Thickness

Pattern

Hairline/No.4/5B/Etched/Stamped
PVD Color/Anti-Finger print

0.3mm-3.0mm(mm)

Width (mm)

Color

Max6000mm/CustomizableIength

200series/300 series/400series

AISI/ASTM/SUS/JIS/DIN/TUV
BV/etc

Steel series

Size(mm)

1000mm/1219mm/1250mm
1500mm/Customizable

Wooden pallet or customer needsPackage

Customizable

(mm)

1000*2000/1219*2438/
1219*3048mm/Customizable
Max.width  1500mm

(mm)

Gold,Rose Gold,Black,Bronze
Copper, Blue,Purple,Nickel Silver
Brass,Champagne Gold, Rose Red

1000*2000/1219*2438/
1219*3048mm/Customizable
Max.width  1500mm

Laser Series

LASER STAINLESS
STEEL PLATE
Color stainless
steel plate parameters

AISI/ASTM/SUS/JIS/DIN/TUV
BV/etc

Standard

Combination
process

Thickness

Pattern

8Kmirror/Etched/PVD Color

0.3mm-3.0mm(mm)

Width(mm)

Color

Max 6000mm/CustomizableIength

200series/300 series/400series

The surface
of the

Steel series

Size(mm)

1000mm/1219mm/1250mm
1500mm/Customizable

Wooden pallet or customer needsPackage

Customizable

(mm)

Gold,Rose Gold,Black,Bronze
Copper, Blue,Purple,Nickel Silver
Brass,Champagne Gold, Rose Red

1000*2000mm/1219*2438mm
1219*3048mm/Customizable
Max.width  1500mm

Laminated series

Color stainless
steel plate parameters

LAMINATED STAINLESS
STEEL SHEET

Standard

Combination
process

Thickness

Pattern

Brushed

0.3mm-3.0mm(mm)

Width(mm)

Color

Max 6000mm/CustomizableIength

200series/300 series/400series

(mm)

The surface
of the

AISI/ASTM/SUS/JIS/DIN/TUV
BV/etc

Steel series

Size(mm)

1000mm/1219mm/1250mm
1500mm/Customizable

Wooden pallet or customer needsPackage

Customizable



Gold,Rose Gold,Black,Bronze
Copper, Blue,Purple,Nickel Silver
Brass,Champagne Gold, Rose Red

1000*2000/1219*2438/
1219*3048mm/Customizable
Max.width  1500mm

Gold,Rose Gold,Black,Bronze
Copper, Blue,Purple,Nickel Silver
Brass,Champagne Gold, Rose Red

Almond
Gold

Chrome

BronzeChampagne

Chocolate

Brass Vegas Gold Black Nickel

EmeraldRose Gold Gun Metal

STAMPED STAINLESS
STEEL SHEET

Gold,Rose Gold,Black,Bronze
Copper, Blue,Purple,Nickel Silver
Brass,Champagne Gold, Rose Red

1000*2000/1219*2438/
1219*3048mm/Customizable
Max.width  1500mm

Gold,Rose Gold,Black,Bronze
Copper, Blue,Purple,Nickel Silver
Brass,Champagne Gold, Rose Red

1000*2000/1219*2438/
1219*3048mm/Customizable
Max.width  1500mm

No fingerprint series

ANTI-FINGER PRINT
STAINLESS STEEL SHEET

Color stainless
steel plate parameters

PVD series

PVD COLOR COATING
STAINLESS STEEL SHEET

1000*2000/1219*2438/
1219*3048mm/Customizable
Max.width  1500mm

Sandblasting series

SANDBLEASTED STAINLESS
STEEL SHEET

Color stainless
steel plate parameters

AISI/ASTM/SUS/JIS/DIN/TUV
BV/etc

Standard

Combination
process

Thickness

Pattern

0.3mm-3.0mm(mm)

Width(mm)

Color

Max 6000mm/CustomizableIength

200series/300 series/400series

The surface
of the

Steel series

Size(mm)

1000mm/1219mm/1250mm
1500mm/Customizable

Wooden pallet or customer needsPackage

Customizable

(mm)

Color stainless
steel plate parameters

AISI/ASTM/SUS/JIS/DIN/TUV
BV/etc

AISI/ASTM/SUS/JIS/DIN/TUV
BV/etc

Color stainless
steel plate parameters

Standard

Combination
process

Thickness

Pattern

8K Mirror/Brushed/Stamped
PVD Color

0.3mm-3.0mm(mm)

Width(mm)

Color

Max 6000mm/CustomizableIength

200series/300 series/400series

(mm)

The surface
of the

AISI/ASTM/SUS/JIS/DIN/TUV
BV/etc

Steel series

Size(mm)

1000mm/1219mm/1250mm
1500mm/Customizable

Wooden pallet or customer needsPackage

Customizable

Antique copper series
Copper

Standard

Combination
process

Thickness

Pattern

8Kmirror/Brushed/Stamped
PVD Color/Anti-Finger print

0.3mm-3.0mm(mm)

Width (mm)

Color

Max 6000mm/Customizable

200series/300 series/400series

The surface
of the

Steel series

Size(mm)

1000mm/1219mm/1250mm
1500mm/Customizable

Wooden pallet or customer needsPackage

Customizable

Iength (mm)

Standard

Combination
process

Thickness

Pattern

0.3mm-3.0mm(mm)

Width(mm)

Color

Max 6000mm/CustomizableIength

200series/300 series/400series

The surface
of the

Steel series

Size(mm)

1000mm/1219mm/1250mm
1500mm/Customizable

Wooden pallet or customer needsPackage

Customizable

(mm)

8K mirror/Brushed/Etched/Embossed
Stamped/PVD Color/Anti-Finger print

1000*2000/1219*2438/
1219*3048mm/Customizable
Max.width  1500mm

ANTIQUE STAINLESS
STEEL SHEET

Antique copper series

Color stainless
steel plate parameters

(mm)

(mm)

Gold,Rose Gold,Black,Bronze
Copper, Blue,Purple,Nickel Silver
Brass,Champagne Gold, Rose Red

Standard

Combination
process

Thickness

Pattern

0.3mm-3.0mm(mm)

Width

Color

Max 6000mm/CustomizableIength

200series/300 series/400series

The surface
of the

AISI/ASTM/SUS/JIS/DIN/TUV
BV/etc

Steel series

Size(mm)

1000mm/1219mm/1250mm
1500mm/Customizable

Wooden pallet or customer needsPackage

Customizable

Brushed/Etched/Embossed
PVD Color/Anti-Finger print

8K Mirror/Brushed/Stamped
PVD Color/Anti-Finger print



Color stainless steel plate parameters



No.4/ HL / BA / MIRROR

COLD ROLLED
STRIP
Cold rolled
strip parameter

304/316/410/430/904/Duplex steelSteel series

Standard

Width(mm)

ASTM/JIS /DIN/ EN
GB/GOST

10mm-900mm 

Main 
dimensions (mm)

0.03mm-3mm

The surface
of the

ThicknesS(mm)

Customizable

processed colored stainless steel sheet,
for strip production,
 with higher rolling speed

Package

Edge
processing Trimming

HOT ROLLED
STRIP

No.1

Hot rolled
strip parameter

Standard

Thickness(mm) 3m or more

Width(mm) 

The surface
of the

Edge
processing

10mm-900mm

Production of welded steel pipes
rim, washer, saw blade Package

Customizable

Trimming

Main 
dimensions (mm)

Steel series 304/ 316 / 410 / 430 / 904 / Duplex steel

ASTM / JIS /  DIN /EN
GB/ GOST



STAINLESS
STEEL PIPE

No.1/2B/No.4/HL/BA/COLORBA/MIRROR

Welded pipe
parameters

Standard

Thickness(mm) Greater than 0.1mm

Outer diameter

The surface
of the

Edge
processing

greater than 1/4 inch

Boiler, automobile, ship, construction,
light door and window steel Package

Customizable

Trimming

Main 
dimensions (mm)

Steel series 201/304/316/410/430/904/Duplex steel

ASTM/JIS/DIN/EN
GB/GOST

2B/No.4/HL/BA/COLORBA/MIRROR

DECORATIVE
TUBE
decorative tube
parameters

201/304/316/410/430Steel series

Standard

Outer diameter

AISI/ASTM/SUS/JIS/DIN/TUV
BV/etc 

greater than 1/4 inch

Main 
dimensions (mm)

Greater than 0.1mm

The surface
of the

Thickness(mm)

Customizable

Construction sector, Machining,
Bearing sleeve, gas deliveryPackage

Edge
processing Trimming

STAINLESS
STEEL PIPE

No.1/2B/No.4/HL/BA/COLORBA/MIRROR

Heterosexual
tube parameters

 No.1/2B/No.4/HL/BA/COLORBA/MIRROR 

STAINLESS STEEL
SQUARE TUBE
square tube
parameters

Standard

Thickness(mm) Greater than 0.1mm

Outer diameter

The surface
of the

Edge
processing

greater than 1/4 inch

Widely used in various structural parts,
tools and mechanical partsPackage

Customizable

Trimming

Main 
dimensions (mm)

Steel series 201/304/316/410/430/ 

ASTM/JIS/DIN/EN
GB/GOST

201/304/316/410/430Steel series

Standard

Outer diameter

AISI/ASTM/SUS/JIS/DIN/TUV
BV/etc 

greater than 1/4 inch

Main 
dimensions (mm)

Greater than 0.1mm

The surface
of the

Thickness(mm)

Customizable

Construction sector, Machining,
Steel building, shipbuilding industryPackage

Edge
processing Trimming

BA/MIRROR

SANITARY
TUBE
Sanitary tube
parameters

304/316/410/430/904/Duplex steelSteel series

Standard

Outer diameter

ASTM / JIS / DIN / EN
GB/ GOST

greater than 1/4 inch

Main 
dimensions (mm)

Greater than 0.1mm

The surface
of the

Thickness(mm)

Customizable

Petroleum, chemical, pharmaceutical,
electric power,Papermaking,
Urban Drainage Pipes 

Package

Edge
processing Trimming

SEAMLESS
PIPE

No.1/2B/No.4/HL/BA/MIRROR

Seamless pipe
parameters

Standard

Thickness(mm) Greater than 0.1mm

Outer diameter

The surface
of the

Edge
processing

greater than 1/4 inch

Auto modification and parts production
Home improvement building materials
industrial equipment

Package

Customizable

Trimming

Main 
dimensions (mm)

Steel series 304/316/410/430/904/Duplex steel 

ASTM / JIS / DIN / EN
GB/ GOST



PARAMETER

Thickness: 0.2-200mm

Length:     2.2m -12mm

Width:       1000mm -1200mm

Material: Q235B EH32,EH36 CCS-A           
                  CCS-B,CCSA,CC 

material:     STRONG WEAR RESISTANCE

PARAMETER

Type:         Steel Coil, Steel Plate

Width:        30-4000mm

material:     STRONG WEAR RESISTANCE

Tolerance: ±3%

Length:       1000-12000mm

Color:        Primary color



PARAMETER

Technique:Hot Rolled

Tolerance:  ±1%

material:     STRONG WEAR RESISTANCE

Tolerance: AIST

Surface:       Black Pickled HL  
                      Brushed Polished 

PARAMETER

Standard: ASTM 

Length: 12M,6m, 6.4M,as required

type:         tube/pipe

Packing: Standard Seaworthy  

                   Packing 

material:     STRONG WEAR RESISTANCE



PARAMETER

Application: Building construction

Diameter:  6mm-30mm

material:     STRONG WEAR RESISTANCE

Standard:  AiSi, ASTM, BS, GB

Length:       6M/12M or others,  

                    6m 12m or customized

PARAMETER

Standard: ASTM

Length: 12M,6m, 6.4M,as required

type:         Rebar

Packing:   Standard Seaworthy   

                  Packing

material:     STRONG WEAR RESISTANCE



PARAMETER

Tolerance: +5% 

Length:     custom 

Width:       20-1250mm

Type:         Gi Galvanized 
                   Steel Coil

material:      SMOOTH AND FLAT       
                      APPEARANCE

PARAMETER

Package:    Standard Ocean 
                    Freight Package

Width:         1001-1250mm

material:        Smooth     And Flat   
                        Appearance

Thickness: 0.21-0.50mm

Length:       1000-6000mm



PARAMETER
Standard: ASTM 

Length:      12M,6m,6.4M,as required

type:           tube/pipe

Packing:     Standard SeaworthyPacking 
                     APPEARANCE

material:   Smooth And Flat Appearance 

PRODUCT PARAMETERS
COMPLETE PRODUCT RANGE

GALVANIZED TYPE
Surface treatment

Big spangle Regular spangle Small spangle No spangle

Product Name

Grade

Standard

Techniqe

Wall Thickness

Outer Diameter 

Surface Treatment

Application 

Payment Terms

Galvanized Steel Pipe 

10#,20#,45#,16Mn,A53(A,B),Q235,Q345,Q195,Q215,St37,St42,St37-2,St35.4,St52.4,ST35,etc

API 5L,ASTM,A53-2007,ASTMA671-2006,ASTMA252-1998,ASTMA450-1996,ASME B36.10M-

2004,ASTMA523-1996,BS 1387,BS EN10296,BS 6323,BS 6363,BS EN10219,GB/T 3091-2001 

GB/T 13793-1992,GB/T9711,etc 

Hot Dip Galvanized

1mm-12mm

 20mm-508mm or as requrred

1.Galvanized

2. PVC,Black and color painting 

3. Transparent oil.anti-rust oil

4. According to clients requirement 

1. Fence, greenhouse, door pipe,greenhouse

2.Low pressure liquid, water, gas, oil, line pipe 

3. For both indoor and outdoor the building construction 

4. Widely used in scaffolding construction which is much cheaper and convenient 

30% TT for deposit,70% TT /70% LC at sight balance before shipment



PARAMETER

PARAMETER

ROOF PANEL

Thickness: 0.12-1.0mm

Length:        As required

Width:         700-1500mm

Color:          Customers Samples Color

material:    Durable And Easy To Repair

Technique:     Hot Rolled

Length:            custom

Special Use: High-strength   
                         Steel Plate

Color:              RAL Colors

material: Durable And Easy To Repair



PARAMETER

PARAMETER
Tolerance: ±1%, ±1%

Standard: GB/T3880ASTM B209

Width:        600-2000mm

Type:           coil

material: LOW DENSITY AND 
                       LIGHT WEIGHT

Thickness: 0.2-200mm Customized

Type:            Plate 

Width:        400mm-2800mm

Standard: Astm Aisi Jis Din Gb

material: Low Density And 
                     Light Weight 



PARAMETER

PARAMETER

Standard: AIST

Hardness: 60-150

Grade: 6000 Series 

Technique: Cold Drawn

Shape:         Round

material: Low density and   
                     Light weight

Shape:               Round 

Length:             Customers Requested

type:                  tube/pipe

Thickness:        As you require

Alloy Or Not: is Alloy

material:           Low density and 
                             Light weight



PARAMETER

PARAMETER
Material: Round

Material: Red Copper

Standard: JIS ASTM DIN EN ISO

Width: 3mm-1220mm

Type:         coil

material:  High Compressive 
                   Strength 

Type:            Customers Requested

Width:         tube/pipe

Hardness:   As you require

Color:           is Alloy

material:     High Compressive  
                      Strength 



PARAMETER

PARAMETER

Standard: JIS ASTM DIN ENISO

Hardness: 1/2Hard

Grade:      Pure cooper

Size:          0D:5mm-80m Length

Shape:      Round

1-6m

material:  High Compressive   
                    Strength 

Alloy Or Not:     Non-Alloy

Length:                be required

type:                     Copper Pipe

Wall Thickness: 0.1-200mm

Grade:                 IC10100,C10200 
                                C11000,C12000,etc.

material:             High Compressive 
                              Strength



PARAMETER

PARAMETER

Alloy:       1050/1060/1100/3003 
                      3004//5052/7072

material:    Good Decorative 
                      Effect 

Type :          Plate / Sheet

Width:         100mm-2600mm

Tolerance: ±1%

Color:             Jprimary color

Alloy Or Not: Is Alloy

Width:             20-2000 mm 

Type:              coil

material:        Good Decorative   
                          Effect 



PARAMETER

PARAMETER

Standard:      UNS N07718

Surface:         Bright

Grade:            nickel chromium iron

Type:              Nickel Bar

material:       Good Decorative 
                         Effect

Alloy Or Not: Non-Alloy

Length:            3 meter 

type:                  Alloy Pipe

Tolerance:         ±1%

Hardness:         Standard

material:          Good Decorative  
                            Effect



AMERICAN STANDARD SCH
    INCHN COMPARISON TABLE COUNTRY AND STANDARD



Packaging 
and Shipping 

step 1 step 2 step 3

step 4step 5step 6

Packaging and Shipping 

According to the needs of customers 

use wrapping paper for packaging. If

the transportation period exceeds 10

days or encounters special weather, 

we will use waterproof packaging and

add plastic film to prevent moisture 

and rust. 

Loading: We use wooden pallets with

triangles to secure the coils and wire

ropes to secure the sides. So as to

effectively prevent the situation of 

crush injury.

1. Stainless steel plate, covered with wooden boards, 
    for protection during transportation. 

2. All stainless steel sheets will be packed into strong  
     wooden boxes.

3. Each box of goods has good support and reinforcement

4. Take pictures of container loading and seal the container

5. Shipping is fast and keeps customers informed every
    step of the way.

step 1 step 2 step 3

step 4step 5step 6

Steel Sheet Metal Band Strpping

LabelWooden Skod

Water and Rustoroof paper

Stainless steel plate packaging and loading


